
MOOD
PERGOLA

Stvaranje velikih 
prostora koji pružaju 
stambene površine
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MOOD PERGOLA
Mood Pergola je idealno rješenje za pokrivanje vrlo velikih prostora, 
poput restorana, gornjeg pokrivača bazena, terasa ispred hotela, 
dječjih vrtića i mnogih drugih velikih površina, gdje želite ponuditi 
minimalistički dizajn i maksimalnu udobnost življenja na otvorenom. 
Korištenjem većih aluminijskih profila pruža se konstrukcija dugog 
raspona i dobivate veću slobodu u dizajniranju savršenog rješenja 
za vaš prostor. Možete imati veće raspone, manje vidljive stupove, 
veće previse i elegantniji izgled. Zahvaljujući čvrstoći specijalnog 
šinskog profila moći ćete premostiti raspon do 10,5 metara. Block-
out 3 vilinska PVC tkanina koristi se kao stropna pokrivna površina, 
što je najpoželjnije i smanjuje toplinu i svjetlost na minimalne 
vrijednosti.
Ostali Copal proizvodi, Garda (zip zavjesa), Nice (giljotinski prozor), 
Basic 56/60, Nova Slide, SF 60 T (sustavi prozora za vrata) mogu se 
savršeno integrirati.
Radi sigurnosti sistema, u profilima prednjih nogu dizajniran je 
poseban kanal kroz koji mogu prolaziti električni vodovi, koji je 
izvana nevidljiv i ne može ga se dodirnuti.

Mood Pergola is the ideal solution for covering very large spaces, 
such as restaurants, top cover of pools, terraces in front of hotels, 
kindergarten playgrounds and many other large areas, where you 
wish to offer minimalist design and maximum comfort of outdoor 
living.
With the use of larger aluminium profiles provides long-span 
construction and you gain more freedom in designing the perfect 
solution for your space. You can have greater spans, less visible 
columns, bigger overhangs and a more elegant and sleek look. Due 
to strenght special rail profile you will be capable of bridging a span 
up to 10.5 meters. Block-out 3 fairy Vinyl PVC fabric is used as the 
ceiling covering surface, which is the most preferred and reduces 
the heat and light to minimum values.
Other Copal products, Garda (Zip Curtain), Nice (Guillotine Window), 
Basic 56/60, Nova Slide, SF 60 T (Door-Window systems) can be 
integrated perfectly.
For system security, a special channel has been designed in the front 
leg profiles, through which electrical lines can pass, which is invisible 
from the outside and cannot be touched.

www.copal.com

Rafter Profil
Rafter Profile

Vađenje kišnice 
Rainwater Extraction

Profil oluka

Gutter Profile

Stubni Profil

Post Profile

Stakleni Profil

Glass Profile

Sposobnost električnog 
kretanja i daljinskog 
upravljanja.

Capability of electrical 
motion
and remote control.

Veliki otpor na vremenske 
uvjete kiše, snijega, vlažnosti i 
vjetra.

Great resistance to weather
conditions of rain, snow hum
idity and wind.

Testirana otpornost 
ekstenzivnog izlaganja suncu. 
Provjerena zaštita od štetnog 
UV zračenja.

Tested resistance of extensive
exposure to the sun.
Certified protection from
harmful ultraviolet radiation.

Zaštita od sunca

 Protection from the sun

Prirodna ventilacija 
Natural ventilation

Podešavanje 

temperature 

Adjusting of 

temperature 

Zaštita od kiše, višak 
odvoda vode 
Protection from 

rain,
excess water 

drainage

Pomicanje plafona
Prilikom otvaranja i zatvaranja tkanine na stropu, 
patentirani specijalni dizajn poboljšan je upotrebom 
pogonskog sistema sa 10 kotača.
Odvodnja kišnice
Sistem za odvod vode bez protoka
Sigurnost
Skriveni kanali za odvodnju i napajanje
Materijali
6063 t5 aluminij, nehrđajući čelik
Specifikacije motora
24vdc motor (niskonaponski) dodatni uzemljeni 
priključak otporniji na električne udare. 
Površina 
Qualicoat, Qualideco i Qualanod certificirani 
farbani, anodizirani i anodizirani proizvodi s drvetom 
garantuju 10 godina.

Ceiling Movements
In the opening and closing of the fabric in the ceiling,
the patented special design has been improved by
using 10-wheel drive system.
Rainwater drainage
Free flow water drainage system
Safety
Hidden drainage and power channels
Materials
6063 t5 aluminum, stainless steel
Motor specifications
24vdc motor (low voltage) additional earthed
connection more resistant to electric shocks.
Surface
Qualicoat, Qualideco and Qualanod certified
painted, wood-patterned and anodized products are
guaranteed for 10 years.
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(W1)  200  < W ≤   450 cm
(W1 + W2)  450  < W ≤   900 cm

(W1 + W2 + W3)  900  < W ≤ 1300 cm
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COPAL D.O.O.
Igmanska bb, 71000 Sarajevo, Bosna i Hercegovina M: +387 
61 559 338     E: info@copal.ba    
www.copal.ba


